Molded Case Circuit Breakers

Introduction

What's NEW in molded case circuit breakers:

New Sentron Sensitrip
Sentron Sensitrip IV ETU Circuit Breakers with Integrated DAS / Maintenance Mode

Design enhancements include:
« Upgraded ETU

« Frame ratings from 400A to 1600A

= Identical footprint, kAIC ratings and accessory offering as legacy Sensitrip Ill ETU breakers
to ease integration / retrofit

=« Maintenance mode versions require customer-supplied 24V external power supply, mainte-
nance switch and light

The Siemens GG, and xGB2 circuit breaker is a com-
pact, industrial design thermal magnetic breaker with
valuable features for the global markets. These fea-
tures include a design that meets multi-national stan-
dards, is suitable for DIN rail or base mounting without
the need for adapters, and includes CSA Certified /

UL Listed field installable accessories. The GG, and
xGB2 also has an over center toggle mechanism that is
trip free and uses repulsion contact arm construction.
Therefore, should a short circuit or tripping condition NGB NGG HGG LGG
occur, the contacts are forced apart and the breaker
cannot be held closed by means of the handle.

The New Siemens QR Circuit Breaker

Implemented in loadcentres, panelboards, switch-
boards, meter centres, and modular

metering, the new QR breaker is the same form-
factor/mounting as QJ breaker for easy retrofit.
Design enhancements include:

« Trip unit ratings from 100A to 250A.

« Field installable internal accessories — shunt trip,
aux switch or shunt/aux combo.

= Two accessory pockets in 3-pole breakers.
One accessory pocket in 2-pole breakers.

= High in-rush current capability (450%).
« Push-to-trip button.

BQD and NGB, HGB, LGB
handle ties are now released
for use where single pole
breakers are using shared
neutrals and must be locked
out simultaneously.
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